
Profile for printing on a wire with a diameter of
3.2mm-4mm, 2.5mm2 cross-section, yellow

100m

Product description

Profile for printing on a wire with a diameter of 3.2mm-4mm, 2.5mm2 cross-section, yellow 100m, made of self-
extinguishing PVC

WŁAŚCIWOŚCI

- made of self-extinguishing PVC

- working temperature - 30 C to +60 C

- stable UV print

WYMIARY I OPAKOWANIA
TYP ŚREDNICA min/max PRZEKRÓJ mm² OPAKOWANIE

RP*050 1,6 mm-2,1 mm 0,5 rolka 100 m lub 50 m

RP*075 2 mm-2,5 mm 0,75 rolka 100 m lub 50 m

RP*100 2.2 mm-2.7 mm 1 rolka 100 m lub 50 m

RP*150 2,6 mm-3,3 mm 1,5 rolka 100 m lub 40 m

RP*250 3,2 mm-4 mm 2,5 rolka 100 m lub 40 m

RP*400 3,8 mm-4,6 mm 4 rolka 100 m lub 25 m



RP*600 4,5 mm-5,4 mm 6 rolka 100 m lub 25 m

RP*10U 6 mm - 7,5 mm 10 rolka 100 m lub 25 m


